
inductive sensors

Range overview Housing size Classics Extra Distance

extra 
pressure

∅ 3 mm p. 85
M5 p. 85

∅ 6.5 mm p. 85

extra
pressure 

pressure resistant up to 100 bar (1451 psi)

KEY ADVANTAGES

ü	Pressure resistant up to 100 bar (1451 psi)

ü	Mechanically and chemically rugged

ü	Impervious: IP 68

ü	Gas-tight sensing face

ü	Miniature devices
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Family Classics Classics Extra Distance

Housing size mm Ø 3 M5 Ø 6.5 

Operating distance mm 0.8 0.6 2.5

DATA

Sensing face material Ceramic Zr02 Sapphire Ceramic Zr02 

Operating pressure 200 bar 20 bar 20 bar

Housing material Stainless steel V2A Stainless steel V2A Stainless steel V2A 

Connection PUR cable PUR cable PUR cable 

Degree of protection IP 68 / IP 69K IP 68 IP 68 

Mounting Embeddable Embeddable Embeddable 

Max. switching frequency 8000 Hz 5000 Hz 1000 Hz

Supply voltage range 10 … 30 VDC 10 … 30 VDC 10 … 30 VDC 

Ambient temperature range -25 ... +70 °C /-13 … +158 °F -25 ... +70 °C /-13 … +158 °F -25 ... +70 °C /-13 … +158 °F 

Output current ≤ 100 mA ≤ 200 mA ≤ 200 mA 

Description PNP NO PNP NO NPN NO

Part reference DW-AD-623-03E-961 DW-AD-603-M5E* DW-AD-501-065E

Description

Part reference

Description

Part reference

Other types available NPN NO, PNP NC, NPN NC NPN NO, PNP NC, NPN NC PNP NO, PNP NC, NPN NC

*Part reference change see p. 334   
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Wiring diagrams

PNP NO NPN NO
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