
R1125 series recessed magnetic contacts
Mini-Max™ recessed stubby press fit magnetic contacts 
with Rare Earth magnets and wire leads, 3/8 in. dia.

The R1125 switch is a stubby press fit magnetic contact with a 
Mini-Max™ magnet. Mini-Max magnets deliver strong protection in a 
low-profile design and virtually eliminate the risk of window damage 
during installation. Just 1/8 inch thick, the magnets mount easily to 
any surface with glue, double-stick tape (included), or one stainless 
steel screw (included).

The R1125 is designed specifically for applications where space 
is limited. Its short length makes it ideal for thin-framed windows 
and doors where larger switches cannot be used. Press fit ribs on 
the contact’s housing make installation quick and easy. A wide gap 
model offers added protection for loose-fitting doors and windows.

• Rare-earth magnet technology delivers 
powerful magnetic force

• Magnets mount easily with glue, double-
stick tape, or one stainless steel screw

• Ideal for vinyl-clad and custom windows
• Wide gap model available

Specifications

Voltage: 100 VAC/VDC max.
Current: 0.5 A max.
Power: 7.5 W max.
Loop type: Closed
Electrical configuration: Normally open
Gap distance: R1125: Up to 1/2 in. 

R1125W: Up to 7/8 in.
Lead type: 1 ft. #22 wire
Dimensions: 0.75 in. L x 0.44 in. dia. (33 x 11 mm) 
Housing: Flame retardant ABS plastic
Color: White
Regulatory: UL, CUL 

Ordering information

R1125N-10PKG Recessed stubby press fit magnetic contact 
with wire leads and Mini-Max magnet, 3/8 in. 
dia., 1/2 in. gap size, white, pk/10

R1125WN-10PKG Recessed stubby press fit magnetic contact 
with wire leads and Mini-Max magnet, 3/8 in. 
dia., wide gap, 7/8 in. gap size, white, pk/10

1830-10PKG Mini-Max rare earth magnet, 3/8 in. dia. x 1/8 
in. H, wide gap, includes tape and stainless 
steel screw, pk/10

1835-10PKG Mini-Max rare earth magnet, 5/8 in. dia. x 1/8 
in. H, wide gap, includes tape and stainless 
steel screw, pk/10
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